
Town of Lamoine, Maine 
606 Douglas Hwy. 

Lamoine, ME  04605 
207-667-2242 
e-mail town@lamoine-me.gov,  
website www.lamoine-me.gov 
 

REQUEST FOR PROPOSALS/BIDS 
 

The Town of Lamoine seeks proposals and bids for manufacture of a fire truck 
body on a Brush/Rapid Response truck.  The town will supply the chassis to the 
successful bidder.  Specifications for the body may be obtained at the Lamoine 
Town Office, 606 Douglas Hwy., Lamoine, ME  04605.  The specifications are 
also posted on the town’s website (www.lamoine-me.gov). 
 
Bids are due no later than 4:00 PM on July 2, 2009 at the above address.  The 
Town reserves the right to accept or reject any and all bids. 
 
 



Town of Lamoine, Maine 
606 Douglas Hwy. 

Lamoine, ME  04605 
207-667-2242 
e-mail town@lamoine-me.gov,  
website www.lamoine-me.gov 
 

Bid Submission Sheet 
Brush Truck Body 

Due no later than 4:00 PM – July 2, 2009 
Bid price for complete body as specified:  $__________________ 
 
Company Name:_____________________________ 
 
Contact Name:_______________________, Title_______________ 
 
Mailing Address: ______________________ 
    
   ______________________ 
 
Physical Address (if different)_________________ 
 
Telephone______________ FAX_____________ 
 
Email Address___________________________________ 
 
Tax ID #__________________________ 
 
I submit the above bid based on the specification package as supplied by the 
Town of Lamoine Fire Department.  I understand this bid is to be guaranteed for 
90-days and through the manufacturing process.  I understand the Town of 
Lamoine reserves the right to accept or reject any and all bids and negotiate for a 
best and final offer.  I understand that any change order to the specification shall 
be made in writing with prior approval from an authorized representative of the 
Lamoine Volunteer Fire Department.   
 
____________________________  _________________ 
Signature       Date 



Lamoine Volunteer Fire Department 
George Smith, Fire Chief    Emergency: 9-1-1 

606 Douglas Highway    Station:  (207) 667-2623 

Lamoine, ME  04605    Email: lvfd@lamoine-me.gov

  

 

   
CHIEF SKIP SMITH                                

CHIEF ENGINEER MOE OLIVER  
 

Request for Proposals 
Brush – Rapid Response Truck 

 
ATTACHED PLEASE FIND A REQUEST FOR PROPOSAL, FOR A NEW 
BRUSH TRUCK BODY, TANK, PUMP, C.A.F.S  AND ACCESSORIES , 
MOUNTED ON A NEW CHASSIS TO BE SUPPLIED BY LAMOINE 
VOLUNTEER FIRE DEPARTMENT(LVFD) - SEE ATTACHED CHASSIS 
SPECIFICATION.) 
 
THESE ARE THE APPARATUS BODY MINIMUM REQUIREMENTS, MINIMUM 

SPECIFICATIONS.  THE LAMOINE VOLUNTEER FIRE DEPT WILL DECIDE WHICH 

BID BEST MEETS THE NEEDS OF THE LAMOINE FIRE DEPT. THE FIRE DEPT 

RESERVES THE RIGHT TO ACCEPT, REJECT OR NEGOTIATE WITH THE 

BIDDDER WHICH BEST MEETS THE SPECIFICATION.   

 

ALL BIDDERS MUST MEET THE MINIMUM STANDARDS SET FORTH IN THE 
FOLLOWING SPECIFICATIONS, AND MUST PROVIDE A SEPARATE LIST OF 
EXCEPTIONS FOR ANY DEVIATIONS TO THE SPEC.  
 

TO QUALIFY AS A BIDDER:  
� BIDDER MUST HAVE A WELL ESTABLISHED FIRE APPARATUS 

FABRICATION AND REPAIR FACILITY, LOCATED IN MAINE.  
� BIDDER MUST BE I.S.O. CERTIFIED OR AFFILIATED WITH AN I.S.O. 

FIRE APPARATUS FABRICATION COMPANY.  
� BIDDER MUST BE ABLE TO POST A PERFORMANCE BOND IF 

REQUIRED BY THE FIRE DEPT PRIOR TO AWARDING THE BID. 
� BIDDER MUST HAVE A SERVICE FACILITY WITHIN THREE HOURS 

DRIVE OF LAMOINE FIRE DEPT.  
 
TRANSPORTATION TO THE BIDDERS PLACE OF BUSINESS WILL BE 
SUPPLIED BY THE FIRE DEPT, IF THE BIDDER IS WITHIN THE SERVICE 



AREA REQUESTED, OTHERWISE THE BIDDER WILL BE RESPONSIBLE 
FOR FACTORY TOURS.   
 
COMPLETION OF THE APPARATUS REQUIRES THE BIDDER TO OFFER AN 
ACCEPTANCE TEST AT LAMOINE FIRE DEPT, AS WELL AS 1 DAY OF 
TRAINING.  
 
L.V.F.D. EXPECTS THE APPARATUS TO BE COMPLETED AND DELIVERED 
TO THE FIRE DEPT, 90 DAYS FROM THE CHASSIS DELIVERY TO THE 
BIDDER. 
 
ACCEPTANCE OF THE COMPLETED APPARATUS REQUIRES THE BIDDER 
TO PROVIDE A 3 RINGED BINDER PROVIDING ALL INSTRUCTIONS, 
INCLUDING OPERATING, INSTALLATION, FLUIDS, MSDS,  LEVELS 
QUANITIES , AND QUALITIES FOR ANY AND ALL COMPONENTS PROVIDED 
WITH THE APPARTAUS,  
 
BIDDER MUST ALSO PROVIDE AN ACCEPTABLE INSURANCE DOCUMENT 
PROVIDING RESPONSIBILITY FOR THE APPARATUS WHILE IN THE 
BIDDER’S CUSTODY AND CARE 
 
THE FIRE DEPT WILL DELIVER THE CHASSIS TO THE WINNING BIDDER.  
 
PAYMENT TERMS ARE: C.O.D., FULL PAYMENT UPON COMPLETION AND 
ACCEPTANCE AT LAMOINE FIRE DEPT.  
 
A $100.00 PER DAY PENALTY WILL BE SUBTRACTED FROM THE 
CONTRACT PRICE FOR EACH DAY THE APPARATUS FAILS TO MEET THE 
DELIVERY DATE AS STATED ON THE BID  
 
THE 120” ALUMINUM BODY O.A.L ,x 96” WIDE BODY,  WITH A  LADDER 
TYPE SUBFRAME, CONSTRUCTED FROM ALUMINUM 3”  BOX TUBING 
WITH 3 “ ALUMINUM CHANNEL FOR CROSS MEMBERS, AND A  4” 
ALUMINUM CHANNEL PERIMETER.  THE SUBFRAME WILL BE ATTACHED 
TO THE CHASSIS FRAME WITH A POLY ISOLATOR BETWEEN THE 
CHASSIS FRAME AND THE BODY.  
 
THE APPARATUS BODY SUBFRAME AND CROSSMEMBERS TO BE MIG 
WELDED , REINFORCED WITH ANGLE PLATES TO FORM A VERY STRONG 
BODY, THE BODY DECK IS 3/16” ALUMINUM BRIGHT DIAMONDETTE 
PANELS ,MIG WELDED TO THE SUBFRAME CROSSMEMBERS ON THE 
UNDER SIDE , AND TIG WELDED TO THE PERIMETER FRAME ON THE TOP 
SIDE . 



 

THE HEAD BOARD TO BE CONSTRUCTED FROM 4”ALUMINUM CHANNEL 
IN A MODIFYED “H” STYLE; IT IS WELDED TO THE CHASSIS SUBFRAME 
THRU THE DECK FOR ADDED SUPPORT. THE HEAD BOARD IS DESIGNED 
FOR MOUNTING OF THE LIGHT BAR, AND OTHER EMERGENCY LIGHTS 
AND AREA LIGHTS. HEAD BOARD DESIGN SHALL BE APPROVED BY THE 
FIRE DEPT IF THEY CHOOSE.  
 

THE REAR PANEL OF THE APPARATUS BODY WILL HOUSE ALL REAR 
L.E.D., D.O.T LIGHTS, STOP, TURN, AND BACKUP.  L.E.D REAR 
EMERGENCY LITES WILL BE MOUNTED 1 SET WITH THE REAR D.O.T 
LIGHTS, AND 2 SETS OF EMERGENCY LIGHTS IN THE REAR FACE PANEL. 
THE REAR BODY SECTION WILL EXTEND DOWN 16 “ FROM THE BODY 
BED  SURFACE,  CONSTRUCTION FROM ALUMINUM 3/16” PANELS , 
WELDED TO AN ALUMINUM 4” CHANNEL FRAME WORK, WELDED TO THE 
BODY & SUBFRAME D.O.T REFLECTIVE STRIPE INCORPORATED IN THE 
CHANNEL SIDE RAIL. 
 
D.O.T REFLECTERS & PERIMETER LITES AS REQUIRED PER D.O.T. / 
NFPA. 
 
ANY AND ALL TOWING BARS AND REESE STYLE HITCHES FOR THE REAR 
OF THE APPARATUS BODY WILL BE ATTACHED DIRECTLY TO THE FRAME 
CONSTRUCTED FROM STEEL , PRIMED , PAINTED , UNDERCOATED AND 
REINFORCED TO HANDLE THE EXPECTED LOAD, ALL OTHER REESE 
HITCHES - SIDE AND FRONT WILL BE ANCHORED DIRECTLY TO THE 
CHASSIS FRAME AND SUPPORTED TO HANDLE THE EXPECTED LOAD.  
 
ONCE THE BODY AND CABINETS ARE COMPLETED AND ALL 
ACCESSORIES MOUNTED, SEAM SEAL ALL AREAS TO PREVENT WATER 
AND DEBRIS FROM GETTING BETWEEN JOINTS AND MATERIALS AND 
UNDERCOAT THE UNDER SIDE OF THE BODY WITH AN AUTOMOTIVE 
STYLE ELASTOMER UNDERCOATING, THIS WILL BE THE LAST STEP IN 
THE CONSTRUCTION PROCESS.        
  
ALL BODY ELECTRICAL WIRING INSTALLED WILL TERMINATE INSIDE THE 
APPARATUS CAB, CONTROLLED BY A BATTERY ON/OFF MASTER 
SWITCH. ALL EMERGENCY LIGHTS WILL BE SWITCHED INDIVIDUALLY 
INSIDE THE CAB IN A PANEL DESIGNED FOR THE APPLICATION. THE 
PANEL WILL BE LOCATED WITHIN THE CONSOLE   BETWEEN THE SEATS. 
ALL WIRING TO BE PROTECTED BY PLASTIC SLEEVE TYPE “LOAM” 
 



ALL NON EMERGENCY LIGHTS WILL BE CONTROLLED AT THE SAME 
CONSOLE PANEL .BOTH EMERGENCY AND NON EMERGENCY LIGHTS 
WILL BE RUN BY SWITCHES AND CONTROLLED BY RELAYS. BOOSTER 
REEL WILL BE WIRED DIRECT TO A SOLENOID AND CONTROLLED BY A 
SWITCH AT THE PUMP OPERATOR’S PANEL, 12 VOLT HIGH AMPERAGE 
POWER WILL COME FROM THE MASTER BATTERY SWITCH ON CONSOLE. 
 
IF THE MASTER SWITCH ON THE CONSOLE IS OFF, NO POWER WILL RUN 
TO ANY INSTALLED BODY COMPONENTS.   
 
THE 3/16” ALUMINUM BRIGHT DIAMONDETTE CABINETS INSTALLED ON 
THE BODY SIDE L & R WILL BE IDENTICAL IN PROFILE,AND 
CONSTRUCTION, BUT DIFFERENT IN DESIGN  . THE LEFT BODY SIDE 
COMPARTMENT WILL SET ON THE BODY WITH APPROXIMATELY A 23” 
BASE AND A 36” INSIDE WALL HEIGHT AND A 26” OUTSIDE WALL HEIGHT, 
GIVING AN APPEARANCE OF A SHED ROOF FROM THE REAR VIEW.  
 
THE LEFT SIDE CABINET WILL HAVE A REAR FACING DOOR TO ALLOW 
THE STORAGE OF (2) 2 1/2” X10 FT SUCTION HOSE IN THE BOTTOM OF 
THE L.S COMPT. ESTIMATED SIZE 23” W x 7” TALL x 10’ LONG. THERE 
WILL BE A FLOOR OVER THE SUCTION COMPARTMENT TO STORE 
INCIDENTALS.  
 
THE LEFT SIDE UPPER PORTION OF THE COMPARTMENT WILL BE 
ACCESSIBLE FROM THE LEFT SIDE OF THE APPARATUS WITH A FLIP UP 
STYLE DOOR, WITH STAINLESS STEEL HINGES, HARDWARE AND 
LATCHES. IT WILL BE HELD IN THE OPEN POSITION WITH 4 GAS STRUTS. 
PREFERENCE IS TO MAKE THE LEFT SIDE UPPER DOORS, TWO 
SEPARATE DOORS. ONE DOOR LONG ENOUGHTO ALLOW STOWAGE OF 
SHOVELS, BROOMS, AND LONG HANDLE TOOLS.  
 
THE RIGHT SIDE COMPARTMENT WILL BE IDENTICAL IN DIMENSION, BUT 
DIFFERENT IN DESIGN, NO SUCTION HOSE TRAY ON THE BOTTOM. IT 
WILL HAVE FLIP UP DOORS W/ STRUTS ON THE RIGHT SIDE TO ACCESS 
THE LOWER PORTION OF THE COMPARTMENT AND THE SAME DOORS 
AS THE LEFT SIDE UPPER DOOR TO ACESS THE UPPER PORTION OF 
THE R.S. COMPARTMENT. A 5000W GENERATOR (OFM) INSTALLED ON A 
400 LB SLIDE TRAY IN RIGHT FRONT COMPARTMENT. 
 
COMPARTMENT DOORS WILL BE GASKETED TO HELP PREVENT DEBRIS 
FROM ENTERING. DRAINS WILL BE PROVIDED TO FLUSH OUT THE 
COMPARTMENT IN THE EVENT DIRT AND MOISTURE DOES ENTER THE 



COMPARTMENT. TURTLE TILE MATTING WILL BE INSTALLED ON EACH 
COMPARTMENT FLOOR.  
 
ALL EMERGENCY WARNING LIGHTS WILL BE BY FEDERAL.  A JETSTREAM  
HALOGEN JS94 RED 48 “ ALL LIGHT / LIGHT BAR , PERIMETER 
EMERGENCY LITES WILL BE FEDERAL L.E.D. QUAD FLASH INCLUDING 4 
REAR, 2 BODY SIDE REAR, TWO CAB FRT SIDE,  2 CAB FRONT GRILLE. 
ALL EMERGENCY LITES WILL BE SWITCHED FROM A CONSOLE IN THE 
CAB, AND CONTROLLED FROM THE MASTER BATTERY SWITCH. 
LEFT REAR EMERGENCY LITE TO BE BLUE. ALL WHITE LIGHTS IN THE 
LIGHT BAR TO COME ON IN REVERSE GEAR.  
 
GROUND LIGHTS AND CABINET LIGHTS WILL BE HALOGEN “TRUCK LITE” 
BRAND MOUNTED UNDER THE CAB AND BODY ONE UNDER EACH CAB 
DOOR, TWO UNDER EACH BODY SIDE, TWO UNDER REAR OF BODY.  
COMPARTMENTS LITES WILL BE “TRUCK LITE” 2 PER COMPARTMENT. 
PUMP AREA WILL BE LIGHTED BY LIGHTS SWITCHED AT THE PUMP AND 
BY TWO LIGHTS MOUNTED AT THE FRONT OF THE TANK, ALL POWERED 
THROUGH THE CONSOLE BATTERY MASTER. ALL WIRING WILL BE 
CAPABLE OF 125% OF THE EXPECTED ELECTRICAL LOAD.  
 

THE BIDDER WILL DELIVER A 9,000 LB RAMSEY 12VDC COMMERCIAL  
DIRECT LINE PULL OF 9000 LBS, QUICK MOUNT WINCH, DESIGNED FOR A 
CLASS 3 RECEIVER HITCH W/ MOUNTING PLATE, BOLT ON FAIRLEADS 
NES51C AND GRAB HANDLES. QUICK CONNECT WINCH CONTROL 
CONNECTIONS AT EACH REESE ATTACHMENT POINT AND WIRING AT 
EACH ATTACHMENT POINT. OPEN END WIRING WILL HAVE PLASTIC END 
CAPS FOR PROTECTION WHEN NOT IN USE, INCLUDES 1 JOHNSON 4 
TON SNATCH BLOCK W/ SHACKLE AND TWO 9600 LB STD DUTY LIFTING 
STRAPS 6” X16’ LENGTH. INCLUDES 6 BANDAG RUBBER CABLE/ STRAP 
PROTECTORS. 
 
THE WINCH WILL HAVE A SEPERATE MASTER SWITCH TO POWER UP 
THE WINCH. THE MANUAL SWITCH WILL OPERATE POWER TO ALL 
RECEIVER POINTS FOR THE CONNECTION OF THE HANDHELD WINCH 
CONTROL. ALL PORTABLE WINCH CONTROL WIRES WILL BE CAPABLE 
OF 125% OF THE NORMAL ELECTRICAL LOAD EXPECTED.  
      

BIDDER WILL CONSTRUCT 4 REAR STEPS BUILT INTO THE REAR BODY 
PANEL, WITH GRAB HANDLES TO EASE ACCESS TO THE REAR OF THE 
BODY.  
 



THE COMPRESSED AIR FOAM SYSTEM SHALL BE A C.E.T.  35 CFM “WILD 
CAFS” MODEL   AS PER ATTACHMENT TO THIS SPECIFICATION. NO 
EXCEPTIONS 
THE ENGINE: KOHLER 27 HP @3600 RPM AIR COOLED ENGINE, TWIN 
CYLINDER, 4 CYCLE, GASOLINE FUELED ELECTRIC START, WIRED FROM 
THE CHASSIS 12 VOLT SYSTEM. WATER TANK SHALL BE A UPF 300 U.S 
GALLON CAPACITY WITH A FOAM CELL OF NOT LESS THAN 10 US 
GALLONS. 
 
C.E.T SINGLE STAGE HIGH PRESSURE CENTRIFICAL WATER PUMP, 
BRONZE IMPELLER, ALUMINUM HOUSINGS  WITH MECHANICAL SHAFT 
SEAL, 240 GPM @ 50PSI,, 180 GPM @ 100 PSI,, 75GPM @150PSI.  
 
THE AIR COMPRESSOR IS TO BE A PISTON TYPE COMPRESSOR IS 
DESIGNED AND INSTALLED TO SUPPLY A MININUM OF 35 CFM @ 120 
PSIG. 
 
THE FOAM SYSTEM; 
FOAM PRO 1600 SERIES CLASS A FOAM SYSTEM, CAPABLE OF 500 GPM 
@ .2%, 200 GPM @ .5%, 100 GPM @ 1% 
 
THE PUMP AIR INJECTION PRIMING SYSTEM MUST BE GUARANTEED TO 
15’ LIFT THROUGH 20 FEET OF SUCTION HOSE. 
 
PUMP DISCHARGE AND SUCTION CONNECTIONS ARE PART OF THE 
ASSEMBLY; 
(2) 1 ½” DISCHARGE W/AKRON VALVES IPT 
(1)  1 ½” DISCHARGE FOR CROSSLAY’S IPT  
1” TANK FILL LINE NPT (CONNECTED) 
1” DISCHARGE FOR HOSE REEL NH (CONNECTED) 
2 ½” TANK TO PUMP LINE NH (CONNECTED) 
2 ½” PUMP DRAFT CONNECTION NH    

    FOAM PRO PLUMBED TO THE C.A.F.S.                               
         
BIDDER TO INSTALL CUSTOMER’S RADIO IN THE CAB AND MOUNT 
SPOTLIGHT IF PROVIDED.  ALL ELBOWS IN ALL CONNECTIONS TO BE 
LONG RADIUS.   
   
THE BIDDER SHALL PROVIDE AND INSTALL AN AKRON BOOSTER REEL 
CAPABLE OF 150’ x 1” REELTEX FIRE HOSE. BOOSTER REEL MUST BE 
PLUMBED TO THE C.A.F. SYSTEM. 
 
PLACEMENT OF THE REEL WILL BE ON THE RIGHT REAR OF APPARATUS.    



CONTROL AND OPERATION OF THE BOOSTER REEL WILL BE AT THE 
PUMP CONTROL STATION. THE TOP BASKET AREA WILL BE REMOVABLE 
AND FITTED WITH A COVER. 
REAR MUD FLAPS SHALL BE FITTED AS DIRECTED.  AREA FLOOD LIGHTS 
(2) TO BE 110V POWERED FROM GENERATOR.     
 



 

 
 



 
 

 



 

 
 



 

 
 



 

 
 



 

 
 



 

 
 



 

 
 





 



 
 
 



 
 


